
Ecco Temp Tocuh is a precision meter for temperature with external contact sensor

Radio transmission of data through the Sigfox network

Battery autonomy from 2-6 years depending on the transmissions / day

Bidirectional Communications

Protocol

info@nettrotter.io info@pinegrove.io
www.nettrotter.io www.pinegrove.io

1.0-2022

FRAME BYTE 0 1 2 3 4 5 6 7 8 9 10 11

TEMP1 MSB TEMP1 LSB TEMP2 MSB TEMP2 LSB TEMP3 MSB TEMP3 LSB TEMP4 MSB TEMP4 LSB TEMP5 MSB TEMP5 LSB TEMP6 MSB TEMP6 LSB

Current temperature 10 min. Previous temperature 20 min. Previous temperature 30 min. Previous temperature 40 min. Previous temperature 50 min. Previous temperature

Sigfox standard frame reader

BATTERY
MESSAGE 0 1

TEMP1 MSB TEMP1 LSB

Battery Voltage

NAME TYPE DESCRIPTION

TEMP1
to

TEMP6

int16 Temperature value

NAME TYPE DESCRIPTION

Battery
voltage

unit16 Message sent every 
24h, divided by 100 
to have Volt		
	

hex dec real value

0x0967 2407 24,07 ºC

hex dec real value

0x0152 338 3,38V

Example:

Example:


